
Eddy Current Sensor
Connection
-Overview-

WST (Standard)

WSTIP (Waterproof IP68)

WSTH (High temperature)



WST-xx-KAL
Sensor with cable and Lemo connector (male) Kxx-MF

Extension cable

WAT
Electronic

WST-xx-BAL
Sensor with Lemo connector (female) Kxx-MM

Adapter cable
Kxx-MF
Extension cable

WST-xx-KAS025
Sensor with cable and special connector KxxS-MF

Adapter cable
Kxx-MF
Extension cable







Cable length max. 10 m
Temperature -20° up to +125°C Temperature 0° up to +50°C

WST (Standard)



WSTIP-xx-KAL
Sensor witch cable and Lemo connector (male) Kxx-MF-IP

Extension cable

WSTIP-xx-BAL
Sensor with Lemo connector (female) Kxx-MM-IP

Connection cable
Kxx-MF-IP
Extension cable





Temperature -20° up to +125°C Temperature 0° up to +50°C

WSTIP (Waterproof IP68)

WAT
Electronic

Cable length max. 10 m



WSTH-xx-KAS025
Sensor with cable and special connector KxxS-MF

Adapter cable
Kxx-MF
Connection cable



Temperature -20° up to +125°C Temperature 0° up to +50°C

WSTH (High temperature)

-20° up to +185°C

WAT
Electronic

Cable length max. 10 m



Please contact us for further support:

WayCon Positionsmesstechnik GmbH

Siemensstr. 5 
85521 Ottobrunn

Fon: +49 89 / 67 97 13-100
E-Mail: sales@waycon.de
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